WEST MICHIGAN RUBBER & SUPPLY
1.800.533.9677

sales@westmichiganrubber.com

10 SERIES PNEUMATIC QUICK COUPLINGS

Couplers
Female Pipe Thread

Body Part Part Thread Dimensions {in.)
Size Mo, Mo, Size Owerall Hex Largest Wht. (LB}
{ir.) Brass Steel MNPTF Length Size Diameter PiPiece
A B C
114 B13A - 1/8-27 1.83 0.75 0.90 0.19
1/4 B13 — 1/4-18 183 075 0.90 019
114 B13E — 31818 185 0.81 0.54 031
38 — 15C 1/4-18 222 0.88 1.06 0.20
38 B15 15 3818 228 088 1.06 0.34
38 — 15F 1/2-14 255 1.00 1.16 0.46
12 — 17E 3818 2.74 1.00 1.19 0.46
12 B17 17 1/2-14 296 1.00 1.19 0.50
12 - 177G 3414 319 125 1.44 0.20
Body Part Part Thread Dimensions (in.)
Size MNo. MNao. Size Owverall Hex Largest Wt. (LB)
(in.) Brass Steel HNPTF Length Size Diameter PiPiece
A B C
14 B12A - 1/8-27 1.89 0.75 0.90 017
14 B12 - 1/4-18 2.05 0.75 0.90 0.18
114 B12E — 37818 208 075 0.0 0159
38 — 14C 1/4-18 2.36 0.88 1.06 0.26
8 B14 14 3E-18 2.30 0.88 1.06 027
38 — 14F 1/2-14 2.556 0.88 1.06 0.28
12 - 16E a8 2.93 1.00 1.19 0.42
12 B16 16 11214 3.08 1.00 1.19 0.45
12 - 160G 3414 Ky | 113 1.30 0.50
Body Part Part Dimensions (in.)
Size MNo. Ho. Hose Owerall Hex Largest Wit. (LB}
fim.) Brass Steel 1.D. Length Size Diameter PiPiece
A B =
114 B10-2B - 14 249 0.75 0.90 D.18
174 B10-4B - 516 249 075 080 -
114 B10-5B — /8 249 0.75 0.90 0.18
R - 14-5B 38 2.86 0.88 1.06 026
38 = 14-6B 12 3.08 0.88 1.06 027
12 = 16-5B 8 337 1.00 1.19 0.41
12 = 16-6B 112 362 1.00 1.19 043
12 - 16-7B 4 3.96 1.00 1.19 048




Push-Lok Hose Barb™

Nipples
Female Pipe Thread

Body Part Part Dimensgions {in.)
Size Mo, Ho. Hose Owerall Hex Largest Wt (LB)
{in.) Brass Steel 1.D. Length Size Diameter PiPiece
A B C
1/4 B10-3BP - 14 232 075 0.90 019
1/4 B10-5BP - 38 247 0.75 0.90 0.19
38 = 14-56P 38 2.88 0.88 1.06 0.26
12 — 16-5BP 38 335 1.00 1.14 0.40
172 - 16-6BP 12 346 1.00 119 0.43

* Push-Lok hose barbs are designed for use with Parker Push-Lok hose and do not require clamps.

Body Part Part Thread Dimensions (in.)

Size No. No. Size Overall Exposed Hex Largest Wit (LB}
(in.} Brass Steel NFTF Length Length® Size Diameter PiPiece

D E F G

14 - 1C 1i8-27 128 0.55 0.50 0.58 0.05
174 BaC ic 1/4-18 1.47 0.74 0.62 0.72 0.05
114 — AC-E 3/8-18 1.50 077 0.81 0.94 0.07
38 - 1E 1/4-18 1.60 0.67 0.62 0.72 007
38 — 3E 3i8-18 168 077 0.81 0.94 010
12 - 1F 3i8-18 2.05 083 0.81 0.94 013
112 - 3F 172-14 227 1.05 100 116 018
12 - H3F-G 3i4-14 238 1.13 125 1.44 026

* This dimension represents portion of nipple that is exposed when nipple is inserted in & Parker 10 Series coupler.

Standard Hose Barb

Body Part Part Part No. Thread Dimensions {in.)

Size Mo HNo. Type 303 Size Owverall Exposzed Hex  Largest WL (LB)
{im.) Brass Steel Stainless NPTF Length Length® S5ize Diameter P/Piece

D E F G

1/4 = oc = 1a-27 147 0.74 0.50 0.58 0.04
114 B2C 2C S2C 1/4-18 1.62 0.89 0.56 0.65 0.06
14 = 2C-E = 38-18 1.72 0.99 0.69 0.80 0.05
8 . OE e 1/4-18 1.88 0.95 0.62 0.72 0.08
8 - 2E = 3818 1.9 0.98 0.69 0.80 0.09
172 — OF - 38-18 233 142 0.69 079 013
172 — ZF — 12-14 248 127 0.88 1.01 017
12 - H2F-G - 3d-14 253 128 113 1.30 0.24

* This dimensicn represents porfion of nipple that is exposed when nipple is inserted in a Parker 10 Senes coupler.

Body Part Dimensions {in.)

Size MNo. Hose Owerall  Exposed Largest Wt (LB)
{im.) Steel LD, Length Length®* Diameter PiPiece

D E G

114 8C 1/4 163 080 0.45 D04
174 aCc 38 2.00 127 0.55 0.05
38 5E KT 181 0.89 0:59 0.07
12 H4F 38 253 129 069 0.08
12 5F 12 281 1.60 0.81 0.11
12 H5F-G 34 316 191 0.94 0.18

* This dimension represents portion of nipple that is exposed when nipple is inserted in a Parker 10 Series coupler.

2.




Push-Lok Hose Barb™

e 254

Body Part Dimensions {in.)
Size HNo. Hose Overall Exposed Largest Wt. (LB)
{in.) Steel 1.0, Length Length* Diameter P/Piece
Db E G
114 a8cCP 1/4 1.66 0.93 0.45 0.04
114 acP g 1.98 125 0.86 0.05
[——— E — 38 5EP 3/8 1.98 1.06 0549 0.08
T [ 12 H4FP e 252 127 0.86 0.11
L;}' T 12 H5FP 112 2.66 142 0.97 0.11

* This dimension represents portion of nipple that is exposed when nipple is inserted in a Parker 10 Series coupler.
* Pysh-Lok hose barbs are designed for use with Parker Push-Lok hose and do not require clamps.




