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MV608 MINI BALL VALVE

MATERIALS OF CONSTRUCTION
VALVE BODY: BRASS CHROME FLATED
BALL- BRASS CHROME FLATED
SEATS/SEALS: PTFE
STEM SEAL: VITON
HANDLE: 5‘3525:?9_; Eﬁﬂgféﬁﬁ

MVZ00 PRESSURE AND TEMPERATURE RANGE

PRESSURE RANGE

200 PSI

TEMPERATURE RANGE

0" TO +200°F

MV 508509 PRESSURE AND TEMPERATURE RANGE

PRESSURE RANGE 450 P&l
TEMPERATURE RANGE 0" TO +200°F
STYLE TYPE SEE Parker’s industrial ball valve product line is intended for general
el b = purpose use. Please be aware that ball valves are intended for
STYLE NN VALVE . . . .
= 08 MALE| FENALE use in the fully open or closed positions. Depending on application
conditions, throttling of the valve may result in premature seal failure
e | 200 FEATURES A BLAGK LEVER p N
iyt et SR LRSS and/or inability to turn the valve handle.
WEDGE HAMDLES
= 248 4 B5E. B For use on water and air service lines on capital equipment and plant
design plumbing that require total shutoff capability.
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Male-Female Pipe Ends, Compact Handle,
Mini Ball Valve MV608

PARAT PIPE ] B P FLOW

NO. THREAD HEX DA.D
MVEDE-2 118 a3 172 122 20
MVEDE-4 14 a3 172 122 B}
MVEDE-5 38 a3 172 122 )
MVE0E-8 12 a8 2 130 a3




