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UFD DUCTING HOSE 
 

Temperature Range:  -65°F to 200°F 
Construction:  All thermoplastic polyurethane reinforced with wire helix 
Standard Color:  clear or black 
Standard Lengths:  25’, 50’ 
Size Range:  2” to 18” 
Description: 

• Superior abrasion resistance 

• Excellent flex fatigue resistance 

• Allows users to locate blockages 

• Handles higher pressure and vacuums than standard ducting 

• Materials used in UFD-Clear are FDA acceptable 

• Available with cuffed end finishes 

• Available in metric diameters 
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2.0 33 >29 2.50 1 ft/6 in 2.29 .035 .28 UFD0200 

2.5 30 >29 3.00 1 ft/6 in 2.79 .035 .42 UFD0250 

3.0 27 >29 3.50 1 ft/6 in 3.32 .035 .53 UFD0300 

4.0 18 28 4.50 1 ft/5 in 4.34 .035 .69 UFD0400 

5.0 16 26 5.50 1 ft/5 in 5.34 .035 .81 UFD0500 

6.0 14 2 6.25 1 ft/5 in 6.37 .035 1.23 UFD0600 

7.0 12 18 7.25 1 ft/6 in 7.40 .035 1.47 UFD0700 

8.0 11 13.5 8.75 1 ft/6 in 8.40 .035 1.60 UFD0800 

10.0 9 6 11.25 1 ft/6 in 10.41 .035 1.84 UFD1000 

12.0 7 5 13.25 1 ft/6 in 12.41 .035 2.20 UFD1200 

14.0 4 3 15.50 1 ft/6 in 14.56 .035 3.28 UFD1400 

16.0 2 3 18.00 1 ft/6 in 16.59 .035 3.75 UFD1600 

18.0 2 2 24.00 1 ft/6 in 18.59 .035 4.23 UFD1800 

Pressure and vacuum data based on straight lengths of hose at ambient temperature of 72°F. 

 

 

 


