WEST MICHIGAN RUBBER & SUPPLY
1.800.533.9677
sales@westmichiganrubber.com

V506P BRASS BALL VALVE

MATERIALS OF CONSTRUCTION
VALVE BOD: FORGED BRASS
BALL: CHROME PLATED BRASS
SEATS / SEALS: FTFE
HAMDLE: STEEL
STYLE TYPE | MATERMAL | SIZE | OFTIONS
v 506 p A 00
« VALVE
BIyLE * VP-VALVE. FADLOCKING HANDLE
TYPE 506 FEMALEFEMALE
MATERIAL | P-BRASS
44147, 638", B4/2", 12347, 161", 201
SIZE 14", DA 402" 302
« O+-STAINLESS STEEL BALL & STEM
« 02-STAINLESS STEEL HANDLE & NUT
« 03 STAINLESS STEEL BALL STEM,
HANDLE & NUT
OFTIONS | , 4 TEF HANDLE
« 0E-UNMARKED YELLOW VINYL
HANDLE COVER
« 2LOVAL HANDLE
SPECIFICATIONS
+ 00 WOG, COLD NON-SHOCK
« SATURATED STEAM UP TO
PRESSURE 150 PSI AND 400°F
RANGE: « VACUUM SERVICE TO
23 INCHES HG.
TEMFERATURE | .. )
RANGES: 0T +350°F
QUARTER TURN IS ON" OF “0FF
ﬁgﬁgﬁg’;&s {PROVIDES POSITIVE STOP
ACTION FOR FULL SHUTOFF)
PERIODICALLY CHECK THE
NOTE: ADJUSTABLE PACKING NUT AND
TIGHTEN AS REQUIFEL.
FLOW DATA
VALVE SIZE o
114 4.
8 58
12 120
34 250
1 380
1114 57.0
11/ az20
2 22410
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Parker’s industrial ball valve product line is intended for general
purpose use. Please be aware that ball valves are intended for

use in the fully open or closed positions. Depending on application
conditions, throttling of the valve may result in premature seal failure
and/or inability to turn the valve handle.

For use on construction equipment, chemical processing, plastic and
rubber manufacturing, pumps and specialized industrial machinery
requiring total shut-off capability.
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V506P BRASS BALL VALVE - Page 2

Female/Female, Straight Thread O-Ring

Port XV506P
]
PART STRT. B C
H L M N FLOW
ND. THREAD HEX HEX P -
XVEDEP-4 THE-210 15H1E | 1516 306 5 220 247 TR '
XVEDEP-6 9446-18 1516 | 1516 308 507 226 247 T E
XVEDEP-2 416 118 | 446 | 396 E.1B 242 260 LS00 -
XVRDEP-12 1-116-12 1-1/4 | 1-BM4E6 | 3.96 L.BT 346 28 L -‘.@"'
XVEDEP-16 1-5M6-12 1-1/2 | 1846 | 3.96 506 368 308 BT5
Female/Female, Straight Thread O-Ring Port .
XV506P-20, XV506P-24, XV506P-32
1]
PART STAT. B [ ye—
NO. THREAD | ocT | ocT | M L - N
XVEDEP-20 1 5/8-12 193 193 622 8.05 368 3m 118 _
XVEDEP-24 1 7/8-12 243 213 622 823 402 325 150
XVo0eP-32 21212 285 285 622 a.60 4.T6 52 188




