Metric Polyethglene Tubin

Series E: Instrument

rade—FDA, NSF

WEST MICHIGAN RUBBER & SUPPLY

1.800.533.9677

sales@westmichiganrubber.com

Series EB: Ultraviolet Light Resistant

Fitting Recommendation:

+ Parker TrueSeal™ fittings.
+ Parker Fast & Tite™ fittings.

+ A tube support can be used with this tubing for maximum
holding power where tensiling, vibration or pressure spikes

may cCour

* Parker Metric Brass Fittings available from

Brass Products Division
Otsego, MI

[26%] 694-2550

[26%] 692-6434 FAX
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How to order Parflex metric polyethylene tubing

Example: E-8x1-0100
E-8«x

- 0100
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Package Quantity

Tube Wall Thickness in millimeters
Tube 0. D in millimeters
Metric Polyethylene

Min. Weight

Working Burst Min. Lbs.

Wall J Pressure | Pressure Bend Per

Part 0. 0. I. D. Thick at 23°C at 23°C Reel Length Radius | 100 ft.
Number Color in. in. Frm. bar bar ft. mm. (kg.)
E-8X1-0100 Matural 100 _ 3
EB-£X1-0100 Black b 4 B.& 345 100 = 1591
E-BX1-0100 Matural 100 14
EB-EX1-0100 Black 8 s &% s 100 b L&4]
E-10¢1.5-0100 Matural j _ 100 26
EB-10X1.5-0100 Black 10 7 9 B.6 34.5 100 38 11.18]
E-12415-0100 Matural . 100 32
EB-1241.5-0100 Black 12 ? 5 6.2 248 100 & 1.45]




