REGULATOR

Features

i * Secondary aspiration plus balanced poppet provides
quick response and accurate pressure regulation.

Rolling diaphragm for extended life.

* Two high flow 1/4" gauge ports can be used as
additional outlets.

+ Easily serviced.

WEST MICHIGAN RUBBER & SUPPLY
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174" NPT

* Removable non-rising knob for panel mounting Gﬂug{gjpms == C
and tamper resistance. [
* High Flow: 1/4" — 53 SCFM$ T
3/8" — 60 SCFM$ || ]
1/2" — 75 SCFM§ 1] |T Ll}
Port Size | NPT 06R Regulator
Without Gauge Dimensions
7 il gl 2':;1 EB?d 4%9
ams" 0BR213A" {%1 ) {%ﬂ] ”'19]
12 06R313A" i) E
With 1680 PSI Gauge 1.39 B.08
1/8" 06R118A" (25 |05
38" DER218A" Inchas {mm)
12" 06R31BA"
/N\ WARNING

Standard part numbers shown bold. For other models refer to
ordering information below.

MOTE: 2.00 Dia. (51mm) hole required for panel mounting.
§ SCFM = Standard cubic fest per minute at 100 PSIG inlst,

Product rupture can cause serious injury.
Do not connect regulator to bottled gas.
Do not exceed maximum primary pressure rating.

30 PSIG no flow secondary setting and 10 PSIG pressure drop.
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Ordering Information

06R | 1 13 | A * — | — | -
ort Size ressure randge elle ngineering ort ptions reset
Port Si P R Relief Engineeri Port Type Opti P ]
1 1/4Inch| [ Without Gauge | [ A Relieving Level Blank NPT Blank No Options F'EPS_S“LE
2 3/ Inch| | 10 30 PSIG L Mon-Relieving * Will be 1* BSPP Lt Preset imite:
3 1/2Inch| | 11 60 PSIG H Low Temp. Entered at 2 BSPT Non-Adjustable | | Blank None
ievi Factory - , XXX* Preset
13 125 PSIG Relieving ~ 1/4 & 38 inch Pt Preset
15 250 PSIG J Low Temp. meat S0 11701 Adjustable Pressure
With Gauge** Mon-Helieving Standard. AR Reverse Flow * Available Prosat /
17 30 PSIG  Inlot Prossure s 100 PSIG.  posts e
16 60 PSIG For other pressures, contact PSIG in 5 PSIG
18 125 PSIG factory. incraments. For
29 250 PSIG highar pressuras,
“* Includes 1-1/2" contact factory.
: i Example:
Dial Face Gauge E]ES " 25 _—

Spring Type by Preset [ Limited Pressure:
For Presst / Limited Pressure 10 to 25 use 30 PSI Spring
For Presst / Limited Pressure 26 to 50 use 60 PSI Spring

For Presst / Limited Pressure 51 to 90 use 125 PS| Spring BOLD ITEMS ARE MOST POPULAR.

Technical Information

Relief And Flow Characteristics Relief And Flow Characteristics
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CAUTION:

REGULATOR PRESSURE ADJUSTMENT -

The working range of knob adjustment is designed
to permit outlet pressures within their full range.
Pressure adjustment beyond this range is also
possible because the knob is not a limiting device.
This is a common characteristic of most industrial
regulators, and limiting devices may be obtained
only by special design.

For best performance, regulated pressure should

el

o

Secondary Pressure - bar
¥+
Secondary Pressure - PSIG

i

always be set by increasing the pressure up to the .
desired setting_
06R Regulator Kits & Accessories
Bonnet Assembly Kit ..... PST15P
Control Knoby e PD4069E
Gauges — GOPSIG(Dtod 1 har) .o K4520N14060
1BOPSIG (Dto 11.0bar) oo K4520N14160
J00PSIG (0to 2000 bar) oo K4520N14300
Mounting Bracket Kit (Includes Panel Mount Nut) ........... . PSTO7FP
Panel Mount Nut — Plastic ... PO4082
Metal................... ... PO407oB
Pressure Sensor-MPS-32 ... (See pages C32-C38)
Reverse Flow Service Conversion Kit —
Rl eving e PSTOERP
Service Kit — Relieving (Includes Poppet)...........c..............PSTO8P
Mon-Relieving (Includes Poppet).................PST0SP
Springs — 1-30 PSIG Range PO1698
1-60 PSIG Range ............. ......P04062
2125 PSIG RANGE ..o FO4063
S-250PSIG RANGE oo PO4064
Tamperproot Bt e PST3ITP

Relief And Flow Characteristics
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Specifications
Gauge Ports (2) ... .14 Inch

(Can he used as addltlonal ngh Flow 1."4 Inch Dutlet Por‘ts]
Port Threads ... 104308, 102 Inch

Primary Pressure Rating —
Maximum Primary Pressure ... 250 PSIG (17.2 bar)
Secondary Pressure Ranges —
Standard Pressure .......oooooeeveeeeee
Low Pressure ..................

210 125 PSIG (0 to 8.6 bar)
1to 60 PSIG (D to 4.1 bar)
High Pressure .._.............................5 10 250 PSIG (0.4 to 17.2 bar)

Temperature Rating ............................32°F to 175°F {0°C to 80°C)
Low Temperature _________________ -4°Ft0o125°F {(-20°C to 52°C)

Weight __ .16 1b. (07 kg)
Materials of Construction

Adjusting Stem ... Steel
Body .. S | ||
Bonnet Plston Stem ‘ufalve Puppet & Cap ........................ F'Iastlc
Collar, Kmob ... P1ASTIC
Diaphragm .. ... Nitrile
Seals . S— {1y
Sprlngs— Pcppet JS USSR 1 - | §| (=11
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